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COLUMBIA RIVER TREATY
HYDROELECTRIC OPERATING PLAN

Assured Operating Plan for
Operating Year 1987-88
INTRODUCTION

The treaty between Canada and the United States of America relating to the
cooperative development of the water resources of the Columbia River Basin
requires that each year an Assured Operating Plan be agreed by the Entities for
the operation of the Columbia River Treaty storage in Canada during the sixth
succeeding year. This plan will provide to the Entities information for the sixth
succeeding year for planning the power systems in their respective countries which
are dependent on or coordinated with the operation of the Canadian storage projects.
The data assumed for this Assured Operating Plan will undergo review by the
Entities immediately prior to the 1987-88 operating year and such data may be
revised to reflect data and criteria current at that time. Should the Entities
fail to agree on such revisions, then this Assured Operating Plan will form the
basis for the Detailed Operating Plan for 1987-88.

This Assured Operating Plan was prepared in accordance with the Principles
and Procedures for the Preparation and Use of Hydroelectric Operating Plans.1 It
is based on criteria contained in Annex A and Annex B of the Columbia River
Treat.y,2 Article VII of the Protocol,3 Terms of Sale,a and the Columbia River

Treaty Flood Control Operating Plan.5



The Assured Operating Plan consists of:

(a) The Operating Rule Curve for the whole of the Canadian storage,
including the Critical Rule Curve, Assured Refill Curve, Variable Refill Curves,
and the individual project Upper Rule Curves.

(b) Operating Rules which specifically designate criteria for operation of
the Canadian storage in accordance with the principles contained in the above
references.

A 30-year System Regulation Study6 was utilized to develop and test the
operating rules and rule curves. It contains the agreed-upon operating con-

straints such as maximum and minimum project elevations and discharges.

SYSTEM REGULATION STUDIES

In accordance with Annex A, Paragraph 7, of the Treaty, the Columbia River
Treaty Operating Committee conducted system regulation studies reflecting Canadian
storage operation for optimum generation in both Canada and the United States.
Downstream power benefits were computed with the Canadian storage operation based
on the operating rules specified herein. There is a reduction of 3.5 average
megawatts of average annual usable energy in the Canadian Entitlement of
downstream power benefits. This is within the limits specified by the Treaty.

System Regulation Studies for the Assured Operating Plan were based on
1987-88 estimated loads and resources in British Columbia and in the United States
Pacific Northwest System. The Entities have agreed that the 1987-88 Assured
Operating Plan would be based on a 30-year streamflow period and an operating year
of 1 August to 31 July. Historical flows for the period August 1928 through July

1958, modified to estimated 1987-88 conditions,? were used.



The Critical Rule Curve for these studies was determined from Bonneville
Power Administration Study 88-41. The study indicated a 42-1/2 month critical
period for the United States system resulting from the low flows during the period
from 16 August 1928 through February 1932. It was assumed that all reservoirs,
both in the United States and Canada, were full at the beginning of the critical
period except where minimum release requirements made this impossible.

In the studies, individual project flood control criteria were followed.
Although only 7.0 million acre-feet of usable storage at Mica is committed for
power operation purposes under the Treaty, the studies incorporate Upper Rule
Curves designed to evacuate Mica storage up to the full storage of 12 million
acre~feet as specified by the Columbia River Treaty Flood Control Operating Plan.

Flood Control and Variable Refill Criteria are based on historical inflow volunmes.

DETERMINATION OF OPTIMUM GENERATION
IN CANADA AND THE UNITED STATES

In order to determine whether optimum generation in both Canada and the
United States was achieved in the system regulation studies, the following three
quantities were computed for both the Canadian and United States systems:

(a) firm energy capability

(b) January peaking capability

(c) average annual usable secondary energy
In the studies for the 1987-88 Assured Operating Plan, the Canadian storage
operation was operated to achieve a weighted sum of the three quantities that was
greater than the weighted sum achieved under an operation of Canadian storage for

optimum generation in the United States alone.



The table on page 5 shows the results from the studies adopted for the
1987-88 Assured Operating Plan and from studies designed to achieve optimum
generation in the United States.

The Columbia River Treaty Operating Committee agreed that for the 1987-88
Assured Operating Plan the three quantities would be assigned the following

relative values:

Quantity Relative Value
firm energy capability (Av. MW) 3
January peaking capability (MW) 1

average annual usable secondary

energy (Av. MW) 2

The three quantities were added after weighting on this basis and there was a
net gain to the combined Canadian and United States systems with the study

designed for optimum generation in Canada and the United States.

OPERATING RULE CURVES

The operation of Canadian storage during the 1987-88 Operating Year shall be
guided by an Operating Rule Curve for the whole of Canadian storage, Flood Control
Storage Reservation Curves for the individual projects, and operating rules for
specific projects. The Operating Rule Curve is derived from the various curves
described below. These curves are first determined for the individual Canadian
projects, which in turn are used to determine Operating Rules Curves for the
individual projects which are then summed to yield the Composite Operating Rule
Curve for the whole of Canadian storage. This is in accordance with the provision

of Article VII(2) of the Protocol.



COMPARISON OF ASSURED OPERATING PLAN
STUDY RESULTS

Optimum Optimum
Generation in Generation in
Canada and the the United
United States States

Net
Study No. 88-41 Study No. 88-11 Loss Gain Gain

Firm Energy

Capability
(Av. MW)
U.S. Systeml/ 12,293 12,295 2 =
Canada (Mica + Rev.)2/ 1,556 1,524 = 32
Total (Av. MW) 13,849 13,819 2 32 30
January Peaking
Capacity
(MW)
U.S. System3/ 31,495 31,493 - 2
Canada (Mica + Rev.)4/ 3,415 3,409 = 6
Total (MW) 34,910 34,902 - 8 8
Average Annual
Usable Secondary
Energy (Av. MW)
U.S. System 3,065 3,062 - 3
Canada (Mica + Rev.) 197 221 24 =
Total (Av. MW) 3,262 3,283 24 3 (21)

U.S. System firm energy capability was determined over the U.S. system
critical period beginning 16 August 1928 and ending 29 February 1932.

Canadian (Mica + Revelstoke) system firm energy capability was determined
over the Canadian system critical period beginning 1 September 1942 and
ending 30 April 1946.

U.S. system January peaking capability was determined from January 1937.

Canadian (Mica + Revelstoke) system January peaking capability was determined
from January 1945.



(a) Critical Rule Curve. The Critical Rule Curve indicates the end-of-month

storage content of Canadian storage during the critical period. It is designed to
protect the ability of the United States system to serve firm load with the
occurrence of flows no worse than those during the most adverse historical stream-
flow period. A tabulation of the Composite Critical Rule Curve for the whole of
Canadian storage is included in Table 1.

(b) Refill Curve. The Refill Curve is a guide to operation of Canadian
storage which defines the normal limit of storage draft for secondary energy in
order to provide a high probability of refilling the storage. In general, the
Operating Plan does not permit serving secondary loads at the risk of failing to
refill storages and thereby jeopardizing the firm load carrying capability of the
United States system or the Mica and Revelstoke generating plants during subsequent
years. The end of the refill period is considered to be 31 July.

The Refill Curve is, in turn, defined by two curves as discussed below.
In each case, adjustment should be made for water required for refill of upstream
reservoirs when applicable.

(1) Assured Refill Curve. The Assured Refill Curve indicates the

end-of-month storage content required to assure refill of Canadian storage based
on the 1930-31 water year, the system's second lowest historical volume of inflow
for the period January through July as measured at The Dalles, Oregon. The
tabulation of the composite Assured Refill Curve for the whole of Canadian storage
is included as Table 2.

The schedule of outflows is the same as the Power Discharge Requirements
used in computing the Variable Refill Curve discussed in (2) below when The Dalles

volume runoff is at 80 million acre-feet.



(2) Variable Refill Curve. The Variable Refill Curve gives end-of-

month storage contents for the period January through July required to refill
Canadian storage during the refill period. It was based on historical inflow
volume and Power Discharge Requirements determined in accordance with the Prin-
ciples and Procedures for the Preparation and Use of Hydroelectric Operating
Plans.1 In the system regulation studies the Power Discharge Requirement was made
a function of the natural January - July runoff volume at The Dalles, Oregon. In
those years when this volume was lower than 80 million acre-feet, the discharge
used was that required to meet firm loads while refilling at 80 million acre-feet.
In years when the runoff volume at The Dalles exceeded 95 million acre-feet, the
Power Discharge Requirement was the project minimum outflow. For intermediate
volumes, the Power Discharge Requirement used in computing the Variable Refill
Curves was interpolated linearly between the values shown in the table on page 8.

Composite Variable Refill Curves for the whole of Canadian storage for
the 30 years of historical record are recorded in Table 3; the effect of the
Limiting Rule Curve, as described below, is included. These illustrate the
probable range of these curves based on historical conditions. In the actual
operation in 1987-88, the Power Discharge Requirements will be based on the
forecast of unregulated runoff at The Dalles.

(c) Limiting Rule Curve. The Limiting Rule Curves indicate month-end

storage contents which must be maintained to guarantee the system meeting its firm
load during the period January 1 - March 31 in the event that the Variable Refill
Curves permit storage to be emptied and sufficient natural flow is not available
to carry the load prior to the start of the freshet. Such rule curves shall limit
the Variable Refill Curve to be no lower than the Limiting Rule Curve. The

Limiting Rule Curve shall be developed for 1936-37 water conditions.



Project
Mica
Arrow

Duncan

Project
Mica
Arrow

Duncan

Project
Mica
Arrow

Duncan

POWER DISCHARGE REQUIREMENTS IN CFS
FOR JANUARY THROUGH JULY VOLUME AT THE DALLES

80 MAF
January
February
March April May June July
3,000 11,600 11,600 11,600 14,600
5,000 22,000 31,000 31,000 48,000
100 1,700 1,700 1,700 1,700
POWER DISCHARGE REQUIREMENTS IN CFS
FOR JANUARY THROUGH JULY VOLUME AT THE DALLES
90 MAF
January
February
March April May June July
3,000 3,000 3,000 3,000 3,000
5,000 9,600 9,600 26,500 29,000
100 900 900 900 900
POWER DISCHARGE REQUIREMENTS IN CFS
FOR _JANUARY THROUGH JULY VOLUME AT THE DALLES
95 MAF
January
February
March April May June July
3,000 3,000 3,000 3,000 3,000
5,000 5,000 5,000 14,000 14,000
100 100 100 100 100



(d) Upper Rule Curve. The Upper Rule Curves8 indicate end-of-month storage

content to which each individual Canadian storage project shall be evacuated for
flood control and other requirements. The Upper Rule Curves used in the studies
were based upon Flood Control Storage Reservation Diagrams contained in the
Columbia River Treaty Flood Control Operating Plan and analysis of system flood
control simulations. Each Upper Rule Curve is constrained to be not lower than
the Variable Refill Curve, except in those years in which the April-August unregu-
lated volume of runoff for the Columbia River at The Dalles exceeds 120 million
acre-feet, and Canadian storage is subject to on-call request. Flood control
curves for each of the Canadian Treaty projects for the 30 year study period are
shown on Tables 4, 5, and 6; however, the tables do not reflect the constraint
that the Upper Rule Curve not be lower than the Variable Refill Curve. Table 5
and 6 reflect an assumed transfer of 2 million acre-feet of flood control storage
space from Arrow to Mica. In actual operation, the Flood Control Storage Reserva-
tion Curves will be computed as outlined in the Flood Control Operating Plan,
using the latest forecast of runoff available at that time.

(e) Definition of Operating Rule Curve. During the period 1 August through

31 December, the Operating Rule Curve is defined by the Critical Rule Curve or the
Assured Refill Curve, whichever is higher. The Critical Rule Curve for the first
year of the critical period is used in the foregoing determination. During the
period 1 January through 31 July, the Operating Rule Curve is defined by the

higher of the Critical Rule Curve and the Assured Refill Curve; unless the Variable
Refill Curve is lower than this wvalue, then it is defined by the Variable Refill
Curve. During the period 1 January through 31 March, it will not be lower than

the Limiting Rule Curve. The Operating Rule Curve meets all requirements for

flood control operation. Composite Operating Rule Curves for the whole of Canadian



storage for all 30 vears of historical record are included as Table 7 to illustrate

the probable future range of these curves based on historical conditions.

OPERATING RULES

The following rules, used in the 88-41 System Regulation Study, will apply to
the operation of Canadian storage in the 1987-88 Operating Year.

(a) The whole of the Canadian storage may be drafted-to its Operating Rule
Curve as required to produce optimum generation in Canada and the United States in
accordance with Annex A, Paragraph 7, of the Treaty, subject to project physical
characteristics, operating constraints, and the criteria for the Mica project
listed in (d) below.

(b) The whole of Canadian storage will not be drafted below its Operating
Rule Curve unless:

(1) Reservoir storage in the United States system has been drafted to
its Energy Content Curve.

(2) Deliveries of secondary energy in the United States are discon-
tinued.

(3) Committed firm thermal and miscellaneous resources not displaced by
surplus firm hydro resources are in operation or other replacement energy has been
secured from sources other than those committed.

(c) When the conditions of (b) above are met, and it is necessary to draft
additional storage to produce optimum generation as determined by the Critical
Period System Regulation study, the whole of the Canadian storage and reservoir
storage in the United States system will be drafted proportionately between its
Operating Rule Curve or Energy Content Curve, respectively, and its Critical Rule

Curve. The proportionate draft will be made, if necessary, first to the first

10



year Critical Rule Curve, then between the first and second year Critical Rule
Curve, the second and third year Critical Rule Curve, etc. When it is necessary
to operate the whole of the Canadian storage and the United States reservoir
storage below their lowest Critical Rule Curves, each shall be operated propor-
tionately between its lowest Critical Rule Curve and its normal minimum content.
However, Mica Reservoir will continue to be operated in accordance with (d) below,
so as to optimize generation at site as well as downstream in the United States.
In the event the Mica operation results in less than the project's proportional
share of draft from the whole of Canadian storage, compensating drafts will be
made from Arrow to the extent possible.

(d) Mica project operation will be determined by the end of previous period
Arrow storage content as shown .in the table on page 12 and as qualified in (1) and
(2) below:

(1) Mica monthly outflows will be increased in the months from October
to June if required to avoid violation of the Upper Rule Curve.

(2) Mica monthly average outflows will be decreased to minimum if
required to avoid withdrawing more than 7 million acre-feet of storage.

Under this Assured Operating Plan, Mica storage releases in excess of the
7 million acre-feet that are required to maintain the minimum Mica outflows
specified under this plan will be retained in the Arrow reservoir, subject to
flood control criteria at Arrow. The total combined storage draft from Mica and
Arrow will not exceed 14.1 million acre-feet unless flood control criteria will
not permit the additional Mica storage releases for minimum flow purposes to be
retained at Arrow. Should storage releases in excess of 14.1 million acre-feet be
made, the target Mica operation will remain as specified in the table on page 12.

Revelstoke has been included in the 1987-88 Assured Operating Plan and has

been operated as a run-of-river project.
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MICA PROJECT OPERATING CRITERIA

End of Previous Target Operation (1)
Period Arrow Period Average End-of-Period Minimum
Storage Content Outflow Storage Content Outflow

Month (KSFD) (CFs) (KSFD) (CFs)

August 1-15 FULL - 3 456.2 10 000

August 16-31 FULL - 3 529.2 10 000

September 2 400 - FULL - 3 529.2 10 000
0 - 2 400 30 000

October 2 900 - FULL 10 000 & 10 000
0 -2 900 30 000

November 3 100 - FULL 15 000 - 10 000
0 -3 100 28 000

December 3 400 - FULL 23 000 - 15 000
0 - 3 400 28 000

January 2 800 - FULL 23 000 - 15 000
0 - 2 800 28 000

February 1 600 - FULL 23 000 - 15 000
0 -1 600 28 000

March 900 - FULL 17 000 - 15 000
0 - 900 27 000

April 1-15 500 - FULL 15 000 - 15 000
0 - 500 25 000

April 16-30 0 - FULL 15 000 - 10 000

May 0 - FULL 10 000 - 10 000

June 0 - FULL 10 000 - 10 000

July 1 600 - FULL - 3 256.2 10 000
0 -1 600 30 000

NOTE: (1) A maximum outflow of 34000 cfs will apply if the target end of period
storage content is less than 3529.2 KSFD.

12



IMPLEMENTATION

The Entities have agreed that each year a Detailed Operating Plan will be
prepared for the immediately succeeding operating year. Such Detailed Operating
Plans are made under authority of Article XIV 2.(k) of the Columbia River Treaty
which states:

"...the powers and the duties of the entities include:

(k) preparation and implementation of detailed operating plans that may
produce results more advantageous to both countries than those that would

arise from operation under the plans referred to in Annexes A and B."

The Detailed Operating Plan for 1987-88 will reflect the latest available
load, resource, and other pertinent data to the extent the Entities agreed these
data should be included in the plan. Beginning on 1 January 1987, the Assured
Operating Plan contained herein will be reviewed and the data and criteria updated,
as agreed by the Entities, to form the basis for a Detailed Operating Plan for the
1987-88 Operating Year. Failing agreement on updating the Assured Operating Plan,
the Detailed Operating Plan will include all data and criteria given in this
Assured Operating Plan. Actual operation during the 1987-88 Operating Year shall
be guided by the Detailed Operating Plan.

The operating rules to be used in implementation of the Detailed Operating
Plan are generally the same as the operating rules described in this document.

The values used in the Assured Operating Plan studies to define the various
rule curves were month-end values only. In actual day-to-day operation, it is
necessary to operate in such a manner during the course of each month that these

month-end values can be observed in accordance with the operating rules. Because

13



of the normal variation of power load and streamflow during any month, straight
line interpolation between the month-end points should not be assumed.

During the storage drawdown season, Canadian storage should not be drafted
below its month-end point at any time during the month unless it can be conser-
vatively demonstrated that sufficient inflow is available, in excess of the
minimum outflow required to serve power demand, to refill the reservoir to its
end-of-month value as required. During the storage evacuation and refill season,
operation will be consistent with the Flood Control Operating Plan. When refill
of Canadian storage is being guided by Flood Control Refill Curves,5 such curves
will be computed on a day-by-day basis using the residual volume-of-inflow fore-
casts depleted by the volume required for minimum outflow from each day through

the end of the refill season.
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COLUMBIA RIVER TREATY
COMPOSTTE CRITICAL RULE CURVES TABLE 1|
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DETERMINATION OF DOWNSTREAM POWER BENEFITS RESULTING FROM
CANADIAN STORAGE FOR OPERATING YEAR 1987-88
September 1982

Introduction.

The Treaty between Canada and the United States of America and related

documents relating to the cooperative development of the water
resources of the Columbia River Basin require that downstream power
benefits from Canadian storage be determined in advance by the two
Entities. The purpose of this report is to set out the results of
downstream power benefit computations for the sixth succeeding year,
1987-88, and for the storage for which the Assured Operating Plan was
developed.

The procedures followed in the benefit studies are those provided in
Annex A, Paragraph 7; in Annex B of the Treaty; in Articles VIII, IX,
and X of the Protocol; and in the document, "Columbia River Treaty

Principles and Procedures for Preparation and Use of Hydroelectric
Operating Plans," dated May 1979 (PQP).

The Canadian Entitlement Benefits were computed as follows:

Step 1 - based on the total U.S. planned hydro and thermal system
with 15-1/2 maf of Canadian storage operated for optimum
generation in both countries (88-41 study).

Step II - based on the U.S. base hydro and thermal system with
15-1/2 maf of Canadian storage operated for optimum
generation in both countries (88-42 study).

Step III - based on the U.S. base hydro and thermal system operated
for optimum generation in the U.S. (88-13 study).

As part of the determination of downstream power benefits for the
operating year 1987-88, separate determinations were carried out
relating to the limit of year-to-year change in benefits attributable to
the operation of Canadian storage in operating plans designed to achieve
optimum generation at-site in Canada and downstream in Canada and the
United States of America.

Results of Study.

(a) The Canadian Entitlement, which is one-half the total computed
downstream power benefits, was computed to be:

Dependable Capacity
Average Annual Energy

1,318.0 MW
524.5 MW



(b) One-half of the downstream power benefits determined for 15 maf of
Canadian storage operated for optimum generation in the United
States was computed to be:

1,295.0 MW
524.0 MW

Dependable Capacity
Average Annual Energy

In accordance with Part III, Paragraph 15c¢(2) of POP, the minimum
permitted downstream power benefits for the 1986-87 operating year
are as follows:

Dependable Capacity
Average Annual Energy

1,402.0 - (1,402.0 - 1,295.0)
555-5 - ( 560-0 - 52“.0)

1,295.0 MW
519.5 MW

"n n

The above computations are based on the formula X (Y = Z), where
the quantities X, Y, and Z are defined in POP. The quantities X
and Y are derived from the downstream power benefit computations
set out in the 1986-87 agreement. The computed downstream power
benefits exceed these amounts.

III. Effect on Canadian Entitlement.

The Canadian Entitlement to downstream power benefits was sold to the
United States of America under the Canadian Entitlement Purchase
Agreement dated 13 August 1964. The Canadian Entitlement which has
been sold for 1987-88 assumes optimum generation downstream in the
United States alone. The Canadian Entitlement determined for the
conditions above would have been:

Dependable Capacity
Average Annual Energy

1/2 of 2,636 MW or 1,318.0 MW
1/2 of 1,056 MW or 528.0 MW

Since the 1987-88 Assured Operating Plan was in fact
designed to achieve optimum generation at-site in Canada and
downstream in the United States of America, Section 7 of the
Agreement requires that "any reduction in the Canadian
Entitlement resulting from action taken pursuant to
Paragraph 7 of Annex A of the Treaty shall be determined in
accordance with Subsection (3) of Section 6 of this
Agreement." The Canadian Entitlement of downstream power
benefits under the 1987-88 Assured Operating Plan was
determined as:

Dependable Capacity
Average Annual Energy

1/2 of 2,636 MW or 1,318.0 MW
1/2 of 1,049 MW or 524.5 MW

The comparison indicates a reduction in Canadian Entitlement of 3.5
average megawatts of average annual usable energy, but no reduction in
dependable capacity. This reduction would be in respect of the period 1
April 1987 through 31 March 1988 in accordance with POP.



Iv.

The Entities are agreed that the United States Entity is entitled to
receive during the period 1 April 1987 through 31 March 1988, from B.C.
Hydro & Power Authority, 3.5 average megawatts of energy in accordance
with Sections 7 and 10 of the Canadian Entitlement Purchase Agreement
dated 13 August 1964.

Computation of Entitlement.

The following Tables and Charts are attached and summarize the study:

Table 1.

Table 2.

Table 3.

Computation of Canadian Entitlement

The essential elements used in the computation of the
Canadian Entitlement as provided in Paragraphs 2 and 3
of Annex B are shown in this table.

Summary of Power Regulations for the Computation of
Canadian Entitlement to Downstream Benefits

This table summarizes the Step I, II, and III
regulations by projects.

Determination of Load Shape for Steps II and III,
Canadian Entitlement Computation

The load shape for Steps II and III carry the same ratio
between each month and the annual average as does the
Pacific Northwest area load. The Northwest area firm
loads on this table were based on the current forecast
data. The Grand Coulee pumping load is also included in
this estimate.

The firm load for Steps II and III is computed as
follows:

(1) Estimate the hydro nominal prime power for the
critical period;

(2) Add the thermal from Step I less reserve;

(3) Multiply (2) by the ratio of the area annual
average firm load to the area critical period firm
load to obtain the annual average firm load for
Steps II and III (the ratios used in this study
were 0.98570 and 0.95180, respectively);

(4) Pro rate the average annual Step II and III load

determined in (3) by months in the ratio that each
monthly area load bears to the annual average area

load; and



(5) Subtract the thermal in each month to obtain the
monthly firm hydro load. The average annual hydro
loads for Steps II and III also become the firm
energy considered usable according to Annex B,
Paragraph 3(a).

Charts 1 & 2. Secondary Energy Duration Curve, Steps II and III

These charts are duration curves of the secondary energy for
Steps II and III. The secondary energy is the capability
each month which exceeds the firm hydro loads shown in Table
3. The usable secondary energy in average megawatts for each
step is computed in accordance with Annex B, Paragraphs 3(b)
and 3(c). The "other usable secondary" was computed on the
basis of U0 percent of the remainder after thermal
replacement. The thermal replacement was limited to the
existing and scheduled thermal energy capability after
allowance for reserve and minimum thermal generation, except
when an energy surplus condition occurs; then the thermal
replacement must not exceed the total of the thermal energy
required to supply firm plus the estimated secondary load.

Thermal Energy Capability - MW 7,935 1/

Less Minimum Thermal Generation 1,780

Potential Thermal Replacement - MW 6,155

1/ Thermal energy capabilities are based on an annual plant factor of 60
percent the first full year of operation and 75 percent thereafter.
These annual plant factor include deductions for energy reserves and
scheduled maintenance.



TABLE 1

COMPUTATION OF CANADIAN ENTITLEMENT
1987-1988

Generation Figures are in Average Megawatts; Load Factors, in Percent

Determination of Dependable Capacity Credited to Canadian Storage

Critical Period Average Rate of Generation with Canadian Storage, Step II . . 8,
Critical Period Average Rate of Generation without Canadian Storage Step III 7
Gain Due to Canadian StOrage « « « « « o « « o « s o o o o s s » o o o o » 1,

Estimated Average Critical Period Load Factor -- Percent . . . . . ¥ 5o e T

Dependable Capacity Gain 1/ O & O W E R B W R W b e ¥ W & s W e 2,

Canadian Share of Dependable CapacCity « « o+ o « o « o o o o o o o o o o o o . 1,

Determination of Increase in Average Annual Usable Energy

Step II (with Canadian Storage)

Annual Firm Hydro ENErgY « « v v v & o o o & o o o o o o o o s o o o o . 8,
Thermal Replacement ENErgY « « « « « « o & o o « o o o = s s o o o o « o o 2

987
018
969

685
636

318

745
209

Other Usable Secondary ENErgy « « « « « « o o « « o o o o « o o o 4« . " @ 232
System Annual Average Usable Energy + « « « « « « « o« « o« « o o o« « « o 11,186

Step III (without Canadian Storage)

Annual Firm Hydro ENErgY « + « v & o o o o o o o o o = o o « o o » o o« » . 6,297
Thermal Replacement ENErgY « « « « + v o o o o o « o s o« o s o s o o o o 4 3,225
Other Usable Secondary ENErgy « « « « v v « o o o o « o o o © © « o o« o 4 615

System Annual Average Usable ENErgy « « « « « o o « = & = s « + o« o o . 10,137

Average Annual Usable Energy Gain « « « v v o o o o o o o o o o o o + « « o « 1,049

Canadian Share of Average Annual Energy Gain .« « « o « o « o o = o o « o o« o 524.5

1l/ Dependable capacity gain credited to Canadian storage equals gain in critical period

average rate of generation divided by the estimated average critical period load
factor.



SUMMARY OF POWER RECULATIONS FRum 19587-34
FoA THE

COMPUTATION OF CANAGIAN ENTITLEMENT
T0 DOwNSTREAM SENEFITS

TanLE 2
BASIC DATA ITEF I ITEF 11 amEr 1D
Scainal Critizal Sritical Critizal
lmstallied sanuary Period Zamuary Parica Average Jmnuary ricd Aversge
Sumbar Feaking Usaole Paaxing Average Unable Faaning Average Annual Lsaple Peaxing Aversge Annusl
of Capacity Starsge | Capasility Cenaration Storsge | Capability | Generstion Generation Starsge Capasilicy Generstion | Generation
PAOJECTS Units ™ 1000 AF - i 1000 AF £ L - 1000 AF = Y -
ZANADLAN
Mics 7,000 7.000
drrow T.l00 T.100
Lai0g
Suototal 15,500 15,500
243 FECepAl STSTEN
Fungry Herse L] 3 JuidL Eo ] % 1,008 an ile lez 1,008 & n2 $1-11
Aipen: Falls 5 1,155 % 2% 1,1%5 23 23 i3 1,158 n a5 5
Grane Coules FLEC 6,419 5,185 b, 403 1,993 3,072 6,71 1,789 2,388 5,072 £ l.228 2278
<nisf osepn an 2,680 2,840 1,088 1,680 99 L.an 2,680 1 L
lce Harsar 6 £33 453 23 493 220 Jou 893 iTo 101
Mchary is 1,427 L.lar &1 t.12e 49 54 1,2 "l i
dobn Jay i6 2,48 5% 2,588 T 2, u8n ny 1,250 2, Nk a8k L0
ine Galies iz 2,8TH i.a16 a3 2,076 e 1,835 &,a76 538 1,019
sonneviiie 8 Shaddd P— 208 =} e i | ke (]
Sustotal To. 989 woE  Tea % O¥ED Té':'t% 5o T.920 7.2 T8, 43l an Tz
BASE_SUFTEN pos-FEPERAL
Loctanay Lase (Canadiasn) &ag Lo Lrad
derr ] 180 L.a1% 151 iz L.219 151 100 11 1.9 150 19 115
Thoapson Falls & a0 ag 1% W » n “w n n
acxon dapias £ 558 an 36 I8y 53 i3 205 553 159 0%
Catinet Corge L3 an 227 w3 27 L 120 Era 103 120
301 Canyon 0 ™ T L] n “ Lo n 5 8
Cosur a'Alene & Long Laee wr o Frs ]
wells w 820 d20 196 820 iTe wsd L] 265 a28
Zhelan 2 5 &TT = 38 aTh 51 n LH ATE (3% ' '
Accxy heach il 1,267 1,267 T 1,267 538 685 1,267 L1 850
moce [alane 18 au san m Sak 260 bl S48 183 o
sanagum 10 386 388 529 84 499 811 986 1e8 558
Frisat Aapids L] 512 2 518 2 47 383 9 T 530
drown les 5 679 380 75 202 T a75 46 87 e 7% %0 1« 57
Ouvow ¥ —22g —— .‘.J.ﬂ —A 2 —— 2 —idd
Austozal 8.533 w083 %, 500 j.058 3,519 «51T Z,95 J.615 3519 6,510 2,839 1.%07
TOTAL BASE SISTEM WIDRO n.sn 9,819 23,018 9,462 28,258 23,382 8,987 1,538 iz,7T58 22,987 T.008 11,055
AROLTIONAL STEP | PROJECTS
Lisey 283 ", 580 w00 193
Seunosry s 655 555 360
Spokane River Plants 157 155 30
Aells Canyen L ] %0 L33 157
3 L] 2,08 60 183
Lower Granits L] 30 330 na
Little Goose L] i3 30 s
Lowar Monumental L] 930 930 anz
Pelton, Bareg., b Aound Butte lH L) &
Sustotal 5y Ts 5,499 [
Insependant Assources 5. 8,383 §,180 1,823
TOTAL WIDAO RESOUMCES ju, 001 ».m iz, 897 13,050
HISCELLANEDUS CONTRACTI 163 1w
IHRANAL RESQUNCES L/
Small Exgssing Thermal Plants LT s
L. L] a20
Cemtralis 01 & 02 1.380 dan
Jdis Srisger 0L, 82, 03, b 08 2,07 1.
Colstrip #1 & 47 130 51
Trojan 1,080 TaE
30 &
Valwy % 178
WP a2 1,100 T8
Lalatrip #3 & 8 T
WP 83 1,280 tas
Creston 0 26
Added Thermal Requiressnt 1,868 Ladi
TOTAL THERMAL RESCURCES 12,803 1.5
TOTAL IMPONTS 180 L]
ESTIMATED HIDRO mAINTEMANCE -L090 =61
TUTAL MESOURCES (HYDAO AND THENMAL) ha, 553 2,168
MESERVES 2/ zdis —
AESOURCES AVALLABLE FOR LOAD L, 838 3,168
ESTINTER LOAD
Pacific Northwest Ares naw 1,168
SURFLUS O (DEFICIT) T.508 o
SAILICAL PERIOO
Searcas August 16, 1328 Sepramoar 1983 Septemper 16, 1936
Enaa: Fesruary 1932 April 1945 April 15, 1937
Langth (Months) ! 92-1/2 Montha 20 Meatna 1 Mantha
Stway ldemtification L LT 8813

vl mwmuin-mmnuw'unmmorumtmfuum:m.r
These amnual plant factors include deductions for energy

sparation and 75 percent Loersafler.
resarves and schediuled saintenance.

£/ Peax resarves arw § percent of pesk load; energy reserve

plant snergy cspability.

in thermal




DETERMINATION OF LOAD SHAPE FOR STEPS II AND III
1987-88 CANADIAN ENTITLEMENT COMPUTATIONS

Pacific Northwest Area Load Step 11 Step 111
Load Total Thermal Hydro Total Thermal Hydro
Factor Firm Firm Firm Firm Firm Firm
Peak Avg. % Load 1/ Load Load Load 1/ Load Load

Aug. 1-15 23,979% 19,088 79.60 15,125 7,935 7,190 12,906 7,935 4,971
Aug. 16-31 23,693% 18,807 79.38 14,903 7,935 6,968 12,716 7,935 4,781
Sept. 1-15 24,403* 18,651 76.43 14,779 7,935 6,8u4 12,610 75935 4,675
Sept. 16-30 24,358% 18,613 76.41 14,749 7,935 6,814 12,585 7,935 4,650
October 26,949% 19,586 72.68 15,520 7,935 7,585 13,242 7,935 5,037
November 29,623* 22,041 Th. 41 17,465 7,935 9,530 14,902 7,935 6,967
December 33,007% 23,842 72.73 18,892 7,935 10,957 16,120 7,935 8,185
January 33,932* 24,875 73.31 19,711 7,935 11,776 16,818 7,935 8,883
February 31,87u* 23,348 73.25 18,501 7,935 10,566 15,786 7,935 7,851
March 29,578% 21,664 73.24 17,167 7,935 9,232 14,647 7,935 6,712
Apr. 1-15 27,758% 20, 364 73.36 16,136 7,935 8,201 13,768 7,935 5,833
Apr. 16-30 27,767* 20,608 T4.22 16,330 7,935 8,395 13,933 7,935 5,998
May 26,750% 19,676 73.56 15,591 7,935 7,656 13,303 7,935 5,368
June 25,782% 19,996 77.56 15,845 7,935 7,910 13,520 7,935 5,585
July 25, 371* 19,635 T7.37 15,559 7,935 7,624 13,276 7,935 5,341
Critical Period Avg. 21,164 T4.685 16,922 7,935 8,987 14,953 7,935 7,018
Annual Average 21,050 16,680 7,935 8,745 14,232 7,935 6,297

January Peak

33,932*

Step I Critical Period Aug. 16, 1928 -

Feb. 29, 1932
42-1/2 Months

Critical Period Sep. 1943
Apr. 1945
20 Months

Critical Period Sep. 16, 1936 -
Apr. 15, 1937

7 Months

1/ Total firm load of Step II and Step II1I systems, computed for each system Lo have an average energy load
equivalent to the average energy capability within the critical period and to bear a constant ratio,
month by month, to the Pacific Northwest Area Load.

L Figures so marked are peak megawatts.

megawatts.

All other figures are monthly or semi-monthly energy in average

£ 378yl
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